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 OB 4 VAN 
- Dimensions: 18m x 6.5m wide x 4m high 

- Power socket needed: 125A-380V - 5 poles (3 phases + earth + neutral) type IEC 

- Internet connection: 200 Mb/s (Up/Down) 

 TENDER 
- Dimensions: 20m (18m +  2m of tail lift) x 3.5m wide x 4m high 

- Power socket needed: 16A-220V - 3 poles - single phase type IEC 

 HTR IP & EDITING VAN 
- Dimensions: 7m x 4.5m wide x 3m high 

- Reg number (CH):   GE159027 

- Power socket needed: 16A-220V-single phase 

 SECURITY NEEDS :  
From Wednesday 16h00 till Monday 08h00. 

24h/24h 

3 Staff minimum : 1 at the TV COMPOUND / 2 on the course to secure 9 camera positions 
over 400m 

 OTHERS :  
Water fountain (preferred) or water bottles : from Wednesday till Sunday / 5 days / 25 
Persons 

Parking Space for TV crew vehicles : 5 

UMBRELLA / PARASOLS: 8 Large Umbrellas + 8 feet (NO SHARING WITH JUDGES) 

 

On Thursday afternoon, HTR request to access as close as possible to the course to bring the 
equipment along the river. This access can be given during a specific timing scheduled prior 
with their crew and the ICF technical manager. 

 


